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HYDRAULIC SYSTEM

LIFT VALVES AND BLOCKS
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Model Number Maximum Pressure Maximum tank line Maximum yank Maximum Flow Weight
elg Kg
Mpa back pressue frequencles Ipm
Mpa of operation AC DC
LKT-03 30 (7.92 gpm)
21 (210 kgflem?) 0.07 (0.7 kgflcm?) 60 Cycles/min 1.7 1.7
LKT-04 50 (13.21 gpm) | (3-71lbs) | (3.7 Ibs)

HOSE BURST PROTECTION CARTRIDGE TYPE VALVES

& SPECIFICATIONS
Model Number Maximum Pressure bar Maximum Flow Ipm Weight Kg
VAS-03 350 (5076 psi) 50 (13.21 gpm) 0.01 (0.02 Ibs)
VAS-04 350 (5076 psi) 80 (21.13 gpm) 0.02 (0.04 Ibs)
VAS-06 350 (5076 psi) 150 (39.63 gpm) 0.04 (0.09 Ibs)
VAS-08 350 (5076 psi) 220 (58.12 gpm) 0.22 (0.49 Ibs)
Fluid Type ISOVG 32, 46, 68
Viscosity cSt 10~400 (59~1854 SSU)
Operating Temperature G -15~70 (-5~158"F)

Contamination Level g9

B1Z 75, Under NAS Class 12, 25




