PRESSURE AND FLOW CONTROL VALVES

urRBIT

HYDRAULIC SYSTEM

MODEL | MAXIMUM PRESSURE SIZE MAXIMUM FLOW TYPE OF VALVE
Bar Lpm
YZ-02 315 DN 6 20 DIRECT OPERATED
YZ-03 DN 10 40 DIRECT OPERATED
Y-03 DN 10 250 PILOT OPERATED
Y-06 315 DN 25 500 PILOT OPERATED
Y-10 DN 32 650 PILOT OPERATED
YW-03 | DN 10 250 SOLENOID OPERATED
YW-06 315 DN 25 500 SOLENOID OPERATED
YW-10 DN 32 650 SOLENOID OPERATED

PRIORITY FLOW CONTROL VALVE

RELIEF: I

Omit — No relief

R — Adj. ball spring relief (Standard 1500psi (103bar) setting)
B — Adj. high-lift ball spring relief (Standard 1500psi (103bar)
setting)

FLOW PATH:
51 - Standard flow control

55 — Free reverse flow (Cannot be used in
conjunction with ball spring relief).

PORT SIZE:
3/8 — 3/8" NPT (0-8 gpm (0-30 Ipm), standard)

1/2 — 1/2" NPT (0-16 gpm (0-61 Ipm), standard)

3/4 — 3/4" NPT (0-30 gpm (0-114 Ipm), standard)

6 - #6SAE (9/16 — 18) (0-8 gpm (0-30 Ipm), standard)

8 - #8SAE (3/4 — 16) (0-8 gpm (0-61 Ipm), standard)

10 - #10SAE (7/8 — 14) (0-16 gpm (0-61 Ipm), standard)

12 - #12SAE (1-1/16 — 12) (0-30 gpm (0-114 Ipm), standard)

FLOW SETTING & SPOOL TYPE:

SS - 316 Stainless Steel (416 S.S. is standard)

T
*50 —
*75 —

0-8 gpm (0-30.3 Ipm)
0-16 gpm (0-60.6 Ipm)
0-30 gpm (0-113.6 Ipm)

** - Consult factory for others
** - Need not specify for standard flow settings noted
under “ PORT SIZE"

2 OR 3 PORT:

2P - 2 port

Omit - 3 port (Standard)
TP - Top ported




